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FOR RECIRCULATING KIT 

 
MODEL NO.:  RD-0020 

 

 
 

 

- READ ALL INSTRUCTIONS CAREFULLY BEFORE INSTALLING  - 

 
Visit us online at www.KOBERangeHoods.com 



 
REQUIREMENT 
This product requires one of the following KOBE brand range hood: 
 
     IS-20 Series 

�  Model # IS2036GS 
�  Model # IS2042GS 

 

PACKAGE CONTENT  
 

�  Recirculating Box 
�  Exhausted Adapter 
�  Carbon Filter 
�  Mounting Screws set  
 
 
 
 
 
 
 
 
 

INSTALLATION  
CAUTION:  Make sure all electrical power is turned off before installing.  Peel protective film (if an y). 

�  Installation requires partial ductwork. 
Step 1.   

�  Complete the following sections from the original installation manual for IS-20 Series (Pg 5 & 6) 
o Preparation before installation 
o Advance Planning 
o Wiring to Power Supply 

�  Replace the <Ductwork Installation> section with the following steps. 
 
Step 2. 

 
�  Attached the brackets to the bottom of the hood with 4 screws (provided). 

 
Step 3. 

 
�  Place the carbon filter underneath the hood and secure with the bracket from Step 2. 



Step 4. 

 
�  Slide glass canopy onto the blower system. Secure glass on the top of range hood with 4 

(M5 x 20) screws and 4 washers (provided).  
�  Use 6” round aluminum or steel pipe (not provided) to connect the 6” round damper on the 

hood to the exhaust adapter and recirculating box from the RD-0020 Recirculating Kit. 
 

 
Step 5. 

 
�  Slide duct cover onto the blower unit, secure underneath the blower unit with 4 (M8) nuts 

and 4 washer (provided) as instructed from the original installation manual for IS-20 series. 
 
Step 6. 

 
 

�  Secure the Recirculating Box onto the duct cover with 4 screws (provided). 
�  Proceed to the following sections from the original installation manual for IS-20 Series (Pg 7) 

o Duct Cover Installation  
o Final Assembly 

 



DISCLAIMER 
 

 
1. CAREFULLY INSPECT ALL ITEMS FOR DAMAGES BEFORE ACCE PTING DELIVERY.  

NOTE ANY DAMAGES ON THE FREIGHT BILL OR EXPRESS REC EIPT.  REQUEST NAME 
AND SIGNATURE OF THE CARRIER’S AGENT AND KEEP COPY TO SUPPORT YOUR 
CLAIM. 
Upon acceptance of items, owner assumes responsibility for its safe arrival.  Report damages 
to the carrier and file a claim immediately.  Failure to do so may result in the denial of your 
claim.  The carrier will furnish you with necessary forms for filing a claim. 

 DAMAGES CAUSED DURING TRANSIT ARE NOT COVERED UNDE R OUR WARRANTY. 
�

2. PLEASE INSPECT CONTENTS OF PACKAGE(S) CAREFULLY UPO N RECEIVING! 
 We must be notified in writing of any damages and/or missing parts within the allocated days 

upon your receipt of package(s).  Contact your local KOBE dealer or distributor or call KOBE 
for the time limit. 

 CLAIMS WILL NOT BE ACCEPTED AFTER THE ALLOCATED DA YS. 
 NOTE:  ITEMS WERE THOROUGHLY TESTED AND CAREFULLY PACKED IN OUR 

FACTORY BEFORE SHIPPING. 
�

3. Products must be returned in good working condition with ALL original parts and 
documentation packed in ALL original cartons, fillers and shipping cartons.  A restocking fee of 
25% will be charged for all approved return(s). 

 EXCHANGES OR RETURNS MAY NOT BE ACCEPTED IF ANY PA CKAGING IS MISSING. 
�

4. MAKE SURE TO INSPECT THE HOOD FOR DAMAGES AND DEFEC TS BEFORE 
INSTALLATION.   Appearance flaws of the hood found after installation and not affecting hood 
performance is not covered under our warranty for returns or exchanges.  Service visits not 
covered under warranty will carry a service charge. 

 
A) Before Installation: Return for exchange or refund (please 

see above for acceptable returns). 
 

B) After Installation: NO exchange or refund.�
 

 
 
 
 
For More information on our product warranty, please visit our website at www.KOBERangeHoods.com. 
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