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CHX36 SB-1 Parts Location and Replacement 
 

This basic guide is to show the parts location of the CHX36 SB-1 and how to remove or install certain parts. 

To see more detailed guidelines, please visit: Kobe Service and Repair 

 

For models: CHX3630SB-1 and CHX3636SB-1 

 

 

Overall Snapshot of CHX36 SB-1 
 

  
 

1. Plastic Oil Tunnel 

2. Safety Screen 

3. LED Light (3W) 

 

 

 

 

 

 

 

 

 

 

2 

 
2 

 

3 

 

1 

 
1 

 

3 

 

http://www.koberangehoods.com/customer-support/service-and-repair/
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Removing the LED Light Support  

 

 

 

 

 

 

 

   
Figure 1       Figure 2 

 

   
 Figure 3       Figure 4 

 

4. LED Light Support 
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Warning:  

1. Loosen the screw first with a hand tool screw driver. 
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Accessing the Capacitor 

 

 

 

 

 

 

 

   
Figure 1       Figure 2 

 

   
 Figure 3       Figure 4 

 

5. Capacitor (x2) 
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Warning:  

1. Loosen the screw first with a hand tool screw driver. 
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Accessing the Control Unit 

 

 

 

 

 

 

  
 Figure 1       Figure 2 

 

   
Figure 3       Figure 4 

6. Control Unit 

 

Accessing the LED Light 

 

    
 Figure 1       Figure 2 

6 

 

6 

 
6 

 

Warning:  

1. Loosen the screw first with a hand tool screw driver. 
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Removing the Impeller 
 

 

   
Figure 1       Figure 2 

 

   
Figure 3       Figure 4 

 

   
Figure 5       Figure 6 

 

8. Turbine Impeller 

9. Motor 
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